
Programming a Loco into the Massoth System
Loco Configuration: 
Sets all the loco specific decoder settings such as the 
number of speed steps, the operation mode, serial or 
parallel functions and picture. Enter the 
configuration mode by holding M2 long (i.e. three 
seconds) to load the loco configuration mode. 

Setting the Speed Steps: 
First you must set the number of speed 
steps. Use M2 to scroll between 14D, 28D & 
128D (D stands for DCC operation). 
Confirm your selection by pressing M3.

Function Key Settings: 
- Select between parallel (P) & serial (S) modes by 
pressing M2. Confirm your selection by pressing M3. 
(Usually DCC decoders are operated in parallel.)
  
- You may also select "momentary" or "toggle" 
mode for F1 to F16. (Note: To select F9 to F16 press 
the F-key once.) When the numbers are displayed 
regularly (not inverted) the function keys will 
operated in momentary mode (pressing once will 
activate / deactivate). When pressing the function 
address the number will be displayed with inverted 
(black background). This function key will then 
operate in "toggle" mode (activated until it is turned 
off by pressing the function key again).
 
- Confirm your selection with M3.

Selecting the Loco Picture: 
The keys M1 & M2 will scroll through the list of 
available loco pictures. It is also possible to enter 
the picture number with the keyboard directly. 
Confirm your selection with M3 when ready to 
go to the next menu item. 

A list with loco pictures is available separately. 

is shown below the loco address. Press M1 and M2 
or rotate the wheel knob slowly to browse through 
the list of available 
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Saving the Loco Configuration: 
Save the loco configuration by pressing M2 
("OK") to store the specifications 
permanently in the Navigator. After turning 
on the system again, the configuration is still 
available. 

Note: If the configuration is saved by 
pressing M3 ("TEMP"), it is only stored 
temporarily. This means the loco details are 
only available until the system is shut off. 

Deleting a Loco Address: 
Holding M2 long (three seconds) will load 
the loco configuration mode. 
- The first configuration page provides a 
function to delete locos that are not required 
anymore. 
- Holding M1 will delete the active loco from 
the Navigator. 
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Entering a Loco Name: 
Define your loco name, which is displayed below the loco picture in the driving mode, 
and also when a loco is operated in the secondary function layer. Press M1 and M2, or 
rotate the wheel knob slowly to browse through the list of available characters, 
choosing characters from 0-9, A-Z, -, /, _ . Using the Secondary Function Keys, press 
the RIGHT ARROW KEY to select a character. Now select the 2nd character and so 
on. Repeat this until you've finished entering the name. Maximum length: 10 
characters. After the full name is entered, press the ROUND HALT KEY  

To remove some characters of the name, go to the right 
digit next to the last letter you want to remain and press 
the ROUND HALT KEY to set the end of the loco name. 
If the name was mistyped, use the LEFT ARROW KEY 
to move back character by character. After confirming 
the new loco name by pressing M3, it will be saved and 
shown on the screen.




